815-9014-0-02.EN

ROBUST

Instructions for installation of

Robust Staldérrar AB frames 1nto prepal‘ed openings.

680 90 Nykroppa
Tel +46 (0) 590-187 00

Mach 2004, edition 3.

Fax +46 (0) 590-418 27

sales-rsab@robust.nu Frame type A or B for door type SD4, RD-LS.
www.robust.nu Mounting with welded mounting profiles.

Check the content of the delivery.

1. Door leaf and frame according to packing
list.

2. Mounting profiles, two side parts and one
top part

3. Installation kit with;
- insulation for the frame (mineral wool)
- kitbag

4.  When frame type is A, wall cover profiles
should be included (two side parts and one
top part).

Installation.

Contents of the kitbag,
Information Claves lock

Tools necessary for installation.

Water level Hacksaw

Tools depending on the means of attachment

Clamps Rivet tool

Allen key 3 mm Drilling machine + 8,5/10,5
Welding equipment. mm drills.

Means of attachment for installation is
included on demand.

Concrete wall:

Expansion-shell bolt M8x50

Steel sections: Welding or screw M8/ M10

Check the structural opening size. If the door is purchased with a modular size of eg 9Mx21M, the structural opening width
should be 900 mm (tolerance +20 / -10 mm) the structural height 2100 mm (tolerance +15 / -5 mm). If the structural
opening size is larger then the indicated maximum width or height, the wall must be built up with the same material as the

rest of the wall, to preserve the fire protective properties.

1. Separate the door leaf from the frame and insulate the frame with the mineral wool.

2. (1) Put the mounting profiles (for the sides) on the floor
with the flaps like the picture. If the wall is not in vertical
line adjust the profile until vertical line is obtained. Fasten
the profiles in the wall. (2) Put the mounting profile (top

part) on the wall with the flap like the picture. If the opening

in the wall is not in horizontal line adjust the profile until
horizontal line is obtained. Cut the length if it needs. Seal
any gaps with fireproof material on all three sides.

3. When the frame has wall covers, frame type A, the side
parts (3) of the wall cover should be installed at the same time
as the mounting profiles. The wall covers are pushed in
between the wall and the mounting profiles. The top part (4) is
pushed over the angle iron of side parts. Drill holes in the pre-
punched holes of the top part and then rivet.







